
P:\OB\Spec Sheets\MGVI-8910-250    Rev. 1      6/8/2015 Approved by: J. Melton 

 

 

 

 COMPLEX CHEMICALS CO, INC. 
 
 MGVI-8910-250 
 
 
DESCRIPTION: 
 
MGVI-8910-250 IS A SOLUTION OF ETHYLENE-PROPYLENE CO-POLYMER 
DISSOLVED IN 100N PARAFIN OIL. 
 
TYPICAL INSPECTIONS: 
   
  WEIGHT-LBS/GALLONS @ 60 F 7.08 – 7.21 
   
  VISCOSITY 
  CST @ 100 C    230 - 270 
 
 *CST @ 100 C    11.2 - 12.2 
 
  COLOR     3 MAX 
 
  FLASH POINT F C.O.C.      170 C 
 
  APPEARANCE    CLEAR – SLIGHTLY HAZY 
 
**CONTROL BLEND: 
  MGVI-8910-250    15% 
  200 NEUTRAL OIL       85% 
 
 
A CERTIFICATE OF ANALYSIS AS TO THE PROPERTY OF VISCOSITY IS 
PROVIDED WITH EACH SHIPMENT.  PRODUCTION OF MGVI-8910-250 IS BASED 
ON 250 CST @ 100 C. HOWEVER, BATCH TO BATCH VARIANCES CAN OCCUR 
BUT ALL BATCHES ARE GUARANTEED TO BE WITHIN THE 230 TO 270 CST 
RANGE. 
     
  
 

 
 
 
 
 
 
 
 


